
i3 and i5

View From Info Screen 1 
• Serial number 
• Software version 
• Menu part number and revision 
• Last temperature selected to cook 
• Current electrical compartment temperature
• Operating voltage (US/Canada only)
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SOFTWARE VERSION

SP: 500F

EC TEMP: 84F

S/N:  i5-DXXXXXX

FAULT LOGS

VAC = 240
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From Info Screen 1 Press
Cook Counts R1 
Total Cook Time R1 
Total Magnetron Time R1 
Total “Oven On” Time R1 
Fault Log R3
Service Phone Numbers R4

To access INFO MODE, press the Info key when the oven is either off or cooling down. 
To toggle between Info screen 1 and 2, press the Up or Down key.

From Info Screen 2 Press Keycode
Access TEST MODE L1 9-4-2-8 and ENTER
Access “Options” Screen L2 9-4-2-8 and ENTER
Change Display Language* L3
Set Date and Time L4
Increase/Decrease Sound Volume L5 
Access “Load Menu” Screen R1
Turn F2 Alarm On/Off R2

* Not available on all models.
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SET LANGUAGE
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SET OPTIONS

SET DATE/TIME   05/01/09  11:14:28

TEST MODE LOAD MENU

SOUND = = = = = = 7

F2 ALARM ON
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Feature On/Off Press from Options Screen
Adjust Time L1
Cook More L2
Edit Mode L3
Load Menu L4
Demo Mode L5
Network Setup R1
Oven Type: i3 or i5 R5


